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INTRODUCTION

Congratulations on the purchase of your new ArmourLite watch. It has 
been designed and manufactured to the highest standards in the 
industry to give you many years of trouble-free use. Please save this 
booklet as it provides valuable information.
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CARING FOR YOUR WATCH

Cleaning
Please rinse your watch with fresh water and soap after it has been 
exposed to salt water or chemicals.

Water Resistance
Please remember that your watch is water-resistant only when the Please remember that your watch is water-resistant only when the 
crown is screwed in correctly. Do not operate the crown or buttons 
when the watch is wet or submerged in water.

Condensation
If the temperature changes suddenly, a slight condensation may 
appear under the glass of your watch. The condensation does not 
affect the functioning of your watch and will eventually disappear.

BatteryBattery
When storing your watch for a period of time, pull out the crown to the 
2nd position to prolong battery life.

Shatterproof Crystal
YYour watch features a unique shatterproof crystal. This crystal is 
proven to withstand almost any kind of impact while being worn. 
Please do not try to intentionally damage the crystal as this may void 
your warranty.
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CHRONOGRAPH (TYPE 1)

SETTING THE TIME
1. Unscrew and pull out the crown all the way to the 2nd position.
2. Turn the crown to set the hour and minute hands.
3. Push the crown back in and screw it back to the normal position.

SETTING THE DATE
1. Unscrew and pull out the crown to the 1st position.1. Unscrew and pull out the crown to the 1st position.
2. Turn the crown to set the date.
3. Push the crown back in and screw it back to the normal position.
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* If the date is changed between the hours of 9:00 PM and 1:00 AM, 
the date may not change on the following day.

MEASURING TIME WITH THE CHRONOGRAPH
The chronograph is able to measure and display time in 1/20 second 
timing up to a maximum of 11 hours and 59 minutes with 59 seconds.
1. Press button B to change the watch to the chronograph mode.1. Press button B to change the watch to the chronograph mode. The 
chronograph second hand and the chronograph 1/20 second hand will 
move to the zero position.
2. Press button A to start the chronograph. (the chronograph 1/20 
second hand will stop at the zero position 30 seconds after starting)
3. Press button A when you want to stop the chronograph.
4.4. The chronograph can be restarted and stopped each time button A 
is pressed. When the chronograph is stopped for the last time, the 
measured time will be displayed.
5. Pressing button B resets the chronograph and all the chronograph 
hands return to the zero position.
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CHRONOGRAPH HANDS RESET
This procedure should be performed when the chronograph second 
hand and the chronograph 1/20 second hand do not return to the zero 
position after the chronograph has been reset, and including after the 
battery has been replaced.
1. Unscrew and pull out the crown all the way to the 2nd position.
2. First, adjust the chronograph second hand if needed. Press button2. First, adjust the chronograph second hand if needed. Press button A 
to move the hand in single steps or you can hold down button A to 
move the hand continuously.
3. Next, adjust the chronograph 1/20 second hand if needed. Press 
button B to move the hand in single steps or you can hold down button 
B to move the hand continuously.
4. Once the hands have been moved to the zero position, push the 4. Once the hands have been moved to the zero position, push the 
crown back in and screw it back to the normal position. Press button B 
to check that the chronograph hands reset correctly to the zero 
position.
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CHRONOGRAPH (TYPE 2)

SETTING THE TIME
1. Unscrew and pull out the crown all the way to the 2nd position.
2. Turn the crown to set the hour and minute hands.
3. Push the crown back in and screw it back to the normal position.

SETTING THE DATE
1. Unscrew and pull out the crown to the 1st position.1. Unscrew and pull out the crown to the 1st position.
2. Turn the crown to set the date.
3. Push the crown back in and screw it back to the normal position.
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* If the date is changed between the hours of 9:00 PM and 12:00 AM, 
the date may not change on the following day.

MEASURING ACCUMULATED TIME WITH THE CHRONOGRAPH
1. Press button B to change the watch to the chronograph mode. The 
chronograph second hand will move to the zero position.
2. Press button A to start the chronograph.
3. Press button A when you want to stop the chronograph.
4.4. The chronograph can be restarted and stopped each time button A 
is pressed. When the chronograph is stopped for the last time, the 
measured time will be displayed.
5. Pressing button B resets the chronograph and all the chronograph 
hands return to the zero position.

MEASURING SPLIT TIME WITH THE CHRONOGRAPH
1. Press button B to change the watch to the chronograph mode.1. Press button B to change the watch to the chronograph mode. The 
chronograph second hand will move to the zero position.
2. Press button A to start the chronograph.
3. Press button B to stop the chronograph and create the first split.
4. Press button B to restart the chronograph.
5. Press button B to stop the chronograph and create the next split. 
This action may be repeated as necessary.
5. Press button5. Press button A to stop chronograph for the last time and display the 
measured time.
6. Pressing button B resets the chronograph and all the chronograph 
hands return to the zero position.
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CHRONOGRAPH HANDS RESET
This procedure should be performed when one or several chronograph 
hands do not return to the zero position after the chronograph has 
been reset, and including after the battery has been replaced.
1. Unscrew and pull out the crown all the way to the 2nd position.
2. Press buttons2. Press buttons A and B at the same time and hold them down for at 
least 2 seconds. (the chronograph second hand will rotate 360 degrees 
indicating that corrective mode is activated)
3. First, adjust the chronograph second hand if needed. Press button A 
to move the hand in single steps or you can hold down button A to 
move the hand continuously. Press button B when you are ready to 
adjust the next hand.
5. Next, adjust the chronograph hour hand if needed. Press button5. Next, adjust the chronograph hour hand if needed. Press button A to 
move the hand in single steps or you can hold down button A to move 
the hand continuously. Press button B when you are ready to adjust 
the next hand.
7. Finally, adjust the chronograph minute hand if needed. Press button 
A to move the hand in single steps or you can hold down button A to 
move the hand continuously.
8. Once the hands have been moved to the zero position, push the 8. Once the hands have been moved to the zero position, push the 
crown back in and screw it back to the normal position. Press button B 
to check that the chronograph hands reset correctly to the zero 
position.
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TIME + DAY + DATE

SETTING THE TIME
1. Unscrew and pull out the crown all the way to the 2nd position.
2. Turn the crown to set the hour and minute hands.
3. Push the crown back in and screw it back to the normal position.

SETTING THE DAY AND DATE
1. Unscrew and pull out the crown to the 1st position.1. Unscrew and pull out the crown to the 1st position.
2. Turn the crown clockwise to set the date.
3. Turn the crown counter-clockwise to set the day and language.
4. Push the crown back in and screw it back to the normal position.
* If the date is changed between the hours of 10:30 PM and 12:00 AM, 
the date may not change on the following day.
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TIME + DATE

SETTING THE TIME
1. Unscrew and pull out the crown all the way to the 2nd position.
2. Turn the crown to set the hour and minute hands.
3. Push the crown back in and screw it back to the normal position.

SETTING THE DATE
1. Unscrew and pull out the crown to the 1st position.1. Unscrew and pull out the crown to the 1st position.
2. Turn the crown to set the date.
3. Push the crown back in and screw it back to the normal position.
* If the date is changed between the hours of 9:30 PM and 3:00 AM, 
the date may not change on the following day.
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AUTOMATIC MECHANICAL MOVEMENT

The watch can be hand winded by turning the crown in the 1st 
position about 15-20 times and then shaking the watch slightly. 

SETTING THE TIME
1. Unscrew and pull out the crown all the way to the 2nd position.
2. Turn the crown to set the hour and minute hands.
3. Push the crown back in and screw it back to the normal position.3. Push the crown back in and screw it back to the normal position.

SETTING THE DATE
1. Unscrew and pull out the crown to the 1st position.
2. Turn the crown to set the date.
3. Push the crown back in and screw it back to the normal position.
* If the date is changed between the hours of 9:00 PM and 4:00 AM, 
the date may not change on the following day.
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WARRANTY

Your new watch is warranted by ArmourLite for a period of twenty-four 
(24) months from the date of purchase under the terms and conditions 
of this warranty. The warranty covers material and manufacturing 
defects existing at the time of purchase.

During the warranty period and by presenting a valid and dated During the warranty period and by presenting a valid and dated 
purchase receipt from an authorized ArmourLite dealer, you will have 
the right to have any defect repaired free of charge. In the event that 
ArmourLite cannot repair the watch, ArmourLite guarantees its 
replacement with an ArmourLite watch of identical or similar 
characteristics. The warranty for the replacement watch ends 
twenty-four (24) months after the date of receipt of the replaced watch.

This manufactureThis manufacturer’s warranty does not cover:
– the life of the battery;
– normal wear and tear and aging (e.g. alteration of the color and/or 
material or non-metallic straps and chains, such as leather, textile, 
rubber);
– any damage on any part of the watch resulting from abnormal or – any damage on any part of the watch resulting from abnormal or 
abusive use, lack of care, negligence, incorrect use of the watch, 
nonobservance of the directions for use provided by ArmourLite, and 
handling of the watch by third parties (e.g. for battery replacement, 
services or repairs).
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WATCH REPAIR FORM

Name: 

Address:

City:

State:                                               Zip Code:

Daytime Phone: 

Email: Email: 

For warranty and non-warranty repairs, please complete this form and 
send it with your carefully packaged watch and a legible copy of the 
original and dated purchase receipt. Please enclose a $10 check or 
money order ($29 outside of the U.S.) to cover the return shipping. The 
Service Center will contact you by phone and/or email if your repair is 
not covered under warranty.

Send to:Send to:ArmourLite Service Center
2020 NE 163rd Street, 3rd Floor
North Miami Beach, Florida 33162



2020 NE 163rd Street, Third Floor
North Miami Beach, Florida 33162

www.armourlite.com     info@armourlite.com


